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Sena™
•	 12.7” height adjustment range

•	 2.2 lbs.–19.8 lbs. weight capacity

•	 Available in silver, white,  
or black

SENA-_ _ _

Sena™2
•	 2.7” height adjustment range

•	 2.2 lbs.–19.8 lbs. weight capacity 
(per arm)

•	 Available in silver, white, or black

SENA2-_ _ _

Evolve2-MS
•	 21.2” arm extension

•	 4.4 lbs.–15.4 lbs. weight capacity 
(per arm)

•	 Available in Silver, White, Black

EVOLVE2-MS-_ _ _

Eppa™
•	 2.2 lbs.–17.6 lbs. weight capacity

•	 20.3” arm extension

•	 Available in silver

EPPA-SLV

Eppa™2
•	 2.2 lbs.–17.6 lbs. weight capacity 

(per arm)

•	 20.3” arm extension

•	 Available in silver

EPPA-SLV

Sena™EX2-MS
•	 2.2 lb. – 19.8 lb. weight capacity 

(per arm)

•	 31.1” height adjustment range

•	 7.87” pole height

•	 Available in Silver, white, black

SENAEX2-MS-_ _ _

Rising™
•	 4.5lb.–28.0lb. weight capacity

•	 22.4” arm extension

•	 Available in 9 finishes

RSNG-_ _ _

Risng™2
•	 4.5lb.–28.0lb. weight capacity 

(per arm)

•	 22.4” arm extension

•	 Available in 9 finishes

RSNG2-_ _ _

Rising™EX2-MS
•	 24” height adjustment range: 3.6”–27.6”  

(low–high)

•	 3.5lb.-27.0lb. weight capacity (per arm, not to 
exceed a total of 60lb.)

•	 16.0” pole height (includes base)

•	 Available in 9 finishes

RSNGEX2-MS-_ _ _
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Good Better Best

Q Crank
•	 17.5” height adjustment range 

(24.8–42.3” low/high)

•	 220 lbs. base lifting capacity

•	 Available in silver or black

QCRANK-24S-_ _ _  |  QCRANK-24L-_ _ _ 
QCRANK-30S-_ _ _  |  QCRANK-30L-_ _ _

Weight Adjustable Espree
•	 19.5” height adjustment range

•	 44 lbs.–163 lbs. base lifting capacity

•	 Includes weight resistance setting gauge

•	 Available in silver, white, or black

2ESP-WA-C48-_ _ _  
2ESP-WA-C60-_ _ _

800.833.3746  |  fellowes.com
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Victory™LX
•	 220 lbs.(2-leg) | 330 lbs. (3-leg) 

base lifting
•	 26” height adjustment range
•	 Available in silver, white, black

2VT-LX-C36-24-_ _ _ 
2VT-LX-C36-30-_ _ _ 
2VT-LX-C48-24-_ _ _ 
2VT-LX-C48-30-_ _ _ 

Triumph™LX
•	 250 lb base lifting capacity
•	 2-Stage
•	 17” height adjustment range
•	 Available in silver, white, black

2T-LX-C36-24-_ _ _ 
2T-LX-C36-30-_ _ _ 
2T-LX-C48-24-_ _ _ 
2T-LX-C48-30-_ _ _

All-Flex®

•	 265 lbs. (2-leg) | 330 lbs. (3-leg) 
base lifting capacity

•	 26” height adjustment range
•	 3- stage adjustable lags
•	 Available in silver, white, black

FLEX2-_ _ _ 
FLEX3-_ _ _
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Evolve3-FMS
•	 26.8” outside arm extension

•	 6.0” center arm extension

•	 4.4 lbs.–15.4 lbs. weight capacity 
(per outside arms)

•	 Available in Silver, White, Black

EVOLVE3-FMS-_ _ _

Sena™EX3-FMS
•	 15.7” height adjustment range

•	 2.2 lbs.–19.8 lbs. weight capacity 
(per arm

•	 30.1” arm extension

•	 20.1” pole height

•	 Available in silver, black, white

SENAEX3-FMS-_ _ _

Rising™EX3-FMS
•	 10.7” height adjustment range: 6.8”–17.5” (low–

high)
•	 26.1” arm extension
•	 Up to 20.0lb. weight capacity (center arm)
•	 3.5lb.-27.0lb. weight capacity (per outside arms, 

not to exceed a total of 60lb.)
•	 Available in 9 finishes

RSNGEX3-FMS-_ _ _
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Solution 2CC
•	 PL003CC-25 keyboard platform

•	 AA360 articulating arm

SOLUTION 2CC

Solution 1CC
•	 PL003CC-25 keyboard platform

•	 AA260 articulating arm

SOLUTION 1CC

Solution 7
•	 PL217 keyboard platform

•	 AA750DAT articulating arm

SOLUTION 3

Good | Better | Best
All Categories
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FlexCharge 4C – 65W
•	 Two AC outlets: 15A, 120V, 60Hz

•	 One quick-charge USB-A port: 5V: 2.4A

•	 One quick-charge USB-C 65W port: (PD 3.0)

•	 UL and cUL listed

•	 Built-in surge protection

FCH3C-65W-_ _ _

Glimor™
•	 Touch sensor for on/off and dimming functions

•	 100%–15% continuous dimming with  
last state memory

•	 Auto shut-off after 10 hours

•	 Available in 8 finishes

GLIMOR-_ _ _

FlexCharge 3C – 65W
•	 One AC outlet, 15A, 120V, 60Hz

•	 One quick-charge USB-A port, 
5V: 2.4A

•	 One quick-charge USB-C 65W port 
(PD 3.0)

•	 UL and cUL listed

FCH3C-65W-_ _ _

Lily™-LED
•	 Temperature: 5000K

•	 Built-in dimmer with two settings

•	 Available in silver, black, or white

LILY-LED-_ _ _

FlexCharge 4CX – 65W
•	 Two AC outlets

•	 One quick-charge USB-A port

•	 One quick charge USB-C 65W port

•	 Power strip: six AC outlets

FCH4CX-65W-_ _ _

Lustre
•	 Telescoping arm and head

•	 Integrated occupancy sensor

•	 USB-A charging port

•	 8 hr. auto shut-off

•	 Available in silver or white

LUSTRE-_ _ _
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CPU Mini
•	 13.4” ball bearing glide track

•	 Load capacity: 55 lb.

•	 Available in silver

CPUMINI-SLV

CPU01
•	 17.8” glide track

•	 Load capacity: 125 lb.

•	 Available in black

CPU01-BLK

CPU05
•	 17.8” glide track

•	 Load capacity: 100 lb.

•	 Available in silver

CPU05-BLK
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