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TRUCKS + S
T R AI L E R S Z; I':’UCKS EQUIPPED WITH

BACK-UP CAMERA

Herc Rentals is the only source you will need for a wide variety

of quality trucks and trailers ready for rent. Choose from various BLUETOOTH
cab configurations, capacities, bed lengths, and tow packages TOW PACKAGE
PICK-UP TRUCKS CARGO + PASSENGER VANS STAKE BODY TRUCKS
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MODEL CAB STYLE CAT-CLASS BODY GVWR CAT-CLASS BODY CAB STYLE CAT-CLASS
1/2 Ton Standard - Gas 659-5010 Cargo Van - Gas 9,000 lbs 659-5470 12 ft. Stake Bed = Standard - Gas 659-5630
1/2 Ton Double - Gas 659-5030 12 Person Passenger Van - Gas 9,000 lbs = 659-5510 12 ft. Stake Bed ~ Standard - Diesel ~ 659-5640
1/2 Ton Crew - Gas 659-5050 12 ft. Stake Bed ~ Crew - Gas 659-5725

12 ft. Stake Bed ~ Crew - Diesel 659-5730
3/4 Ton Crew - Gas 659-5160

22 ft. Stake Bed = Standard - Gas 659-5790
3/4 Ton Crew - Diesel 659-5170

22 ft. Stake Bed  Standard - Diesel  659-5800
1Ton Crew - Gas 659-5240
1Ton Crew - Diesel 659-5250
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DUMP TRUCKS WATER TRUCKS SPECIALTY TRUCKS

BODY DESCRIPTION CAT-CLASS TANK CAPACITY GVWR CAT-CLASS BODY GVWR CAT-CLASS
3-4 Yard Standard - Diesel  659-6120 2000 Gallon-CDL ~ 33,0001bs  659-6040 9 ft. Bed Utility 107001bs | 659-5880
38 ft. Bucket 19,500 Ibs 659-6320

3-4Yard Crew - Gas 659-6135 4,000 Gallon-CDL  58000lbs  659-6050

3-4Yard Crew - Diesel 659-6130 18 Ton Crane - CDL 33,000 lbs 659-6380
CDL and Tanker Endorsement is 62 mph Crash

5-6 Yard Standard - Gas 659-6160 . . 25,999 Ibs 659-6250
required as both trucks can transport Attenuator

5-6Yard-CDL  Standard - Diesel ~ 659-6170 more than 1,000 gallons of water.

5-6 Yard Standard - Diesel 659-6180

12-14 Yard - CDL =~ Standard - Manual =~ 659-6200

12-14 Yard - CDL  Standard - Auto 659-6210

GROSS VEHICLE WEIGHT TOW CAPACITY

RATING (GVWR) Towing capacity is the maximum

The GVWR is the maximum operating weight allowable weight that a vehicle can

of a truck as specified by the manufacturer tow. Towing capacity is specified by the

including the chassis, body, fuel, cargo, driver, vehicle manufacturer and can usually be T E |_ E MATI CS

and passengers. found in the owner's manual. BY PROCONTROL
UTILITY TRAILERS TILT TRAILERS DUMP TRAILERS

TRAILERS EQUIPPED WITH TRAILERS EQUIPPED WITH TRAILERS EQUIPPED WITH

Tail Gate Ramp D-Rings / Corner Ties Magnetized Remote

14" Felling / 36" Best sides Chains / Binders Roll Tarp

D-Rings / Corner Ties Headache Rack Gas Powered

DESCRIPTION GVWR CAT-CLASS DESCRIPTION GVWR CAT-CLASS DESCRIPTION GVWR CAT-CLASS

10" Pan Utility 2,900 Ibs 610-1059 12' Pan Tilt 7,000 Ibs 610-1766 8' Dump Trailer 7,000 Ibs 610-2200

8' Utility 2,999 Ibs 610-1060 16' Tilt 9,980 lbs 610-1770 10’ Dump Trailer 9,980 Ibs 610-2230
18' Tilt 15,200 Ibs 610-1780
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