Docusign Envelope ID: C5ADE853-FDE4-4480-AA60-3617087EA257

REGION+

Request for Vendor Contract Update

Pursuant to the terms of your awarded vendor contract, all vendors must notify and receive approval from Region
4/0OMNIA Partners, Public Sector when there is an update in the contract. No request will be officially approved without
the prior authorization of Region 4. Region 4 reserves the right to accept or reject any request.

Protecall LLC

hereby provides notice of the following update to

(Vendor Name)

R230502 for Occupational Safety and Health Compliance

(Contract Title)

Contract number:

3/7/25

on this date

Instructions: Vendors must check all that may apply and shall provide supporting documentation. Place your initials next to each item
to confirm that documents are indeed included. Request received without supporting documentation will be returned.

Authorized Distributors/Dealers O Price Update
Addition Supporting Documentation

Deletion
O Material Change

Assignment

Supporting Documentation

Products/Services

O

Change in Ownership (Sale/Purchase)
X New Addition

O

O

Bankruptcy
Update Only Acquisition
Supporting Documentation Merger
Discontinued Products/Services ____ Supporting Documentation
Supporting Documentation
O Other
States/Territories Supporting Documentation

Supporting Documentation

Notes: Vendor may include other notes regarding the contract update here: (attach another page if necessary). For material changes,
indicate the name of the company of the awarded supplier and the official name of assigned or added company.

Adding Holtop Ceiling Mounted Energy Recover Ventilators to the contract, see attached.

Signature of Vendor: Dowminicl Millern [1 Approved Date: 3/10/2025

) Dominick Miller _ DS
Submitted By: [0 Denied Date: (/,UJ

Title: VP Operations Region 4 ESC 1° Review:

Initials



Docusign Envelope ID: C5ADE853-FDE4-4480-AA60-3617087EA257

Contact Phone Nursrilgber: 888-345-8378

ned by

[

Region 4 ESC: ASASF6270705465—

Signature

Email Address: nmlller@protecachom

For material changes, the awarded contract holder and/or subsequent assignee agrees to and understands the
following principles:

i Contract holder reference. If the contract holder undergoes a merger, acquisition, or partial assignment, in
which case they still maintain the contract, then all transactions made under the existing contract number (including
purchase orders) must reference the name of the awarded contract holder. The exception to this requirementis if the
contract holder no longer holds the contract or if the company has been acquired by another company and undergone
a name change. Notice of the authorized name change, to the existing contract, must be provided and approved by
Region 4.

In instances where the contract holder has acquired a separate and distinct company, and it is necessary to designate
those certain purchases facilitated by the non-contract holder, then this designation may be made if, and only if, the
contract holder is also referenced on the transaction.

ii. Maintenance of records. Both the awarded contract holder and subsequent assignee agree to remain
responsible for maintaining all auditable records, including documents kept in the ordinary course of business and sales
invoices, related to OMNIA Partners, Public Sector and/or contract number pursuant to the statutory requirements
identified in the vendor contract.

iii. Payments. Both the awarded contract holder and subsequent assignee agree that all payments made by
participating entities must be made directly to the contract holder, unless otherwise approved by Region 4. Accordingly,
both parties acknowledge that in instances where it is necessary to designate the purchases facilitated by assignee, that
the contract holder must also be referenced on the purchase order.

iv. Handling of Proprietary and/or Confidential Information. In accord with the terms of the contract, both
awarded vendor and assignee agree that at all times it will hold in strict confidence and not disclose to any third party
Confidential and/or Proprietary information of Region 4, except as approved in writing by Region 4, and will use the
Confidential Information for no purpose other than providing services under the contract. Both awarded vendor and
assignee shall only permit access to Confidential Information to those of its employees or authorized representatives
having a need to know and who have signed confidentiality agreements or are otherwise bound by confidentiality
obligations at least as restrictive as those contained herein.

This document is to be construed in strict accordance with the terms and conditions outlined in the Region 4/vendor
Master Agreement referenced herein. Both awarded vendor and assignee agree to uphold the vendor obligations set
forth in the vendor agreement. This Agreement will become effective when signed by all parties.



HOLTOP

Comfort Frésh Air @

Ceiling Mounted Energy Recovery Ventilator

New structure and
intelligent control

AR J ~|='='!'=*'
% ‘; Low-temperature operation
O Pressure balancing
Advanced sleep function

¥ixd Intelligent airflow compensation
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Comfort Frgsh Air | Energy Recovery Ventilator

Comfort fresh air

Ceiling mounted ERY,
makes good indoor air quality.

: Save Energy Costs And

Health Long-Term Payback
* Reducing the risk of COVID-19 and other respiratory * Reducing energy consumption and HVAC equipment capacity
infections that spread through the air. by transferring heat and moisture between the outgoing and

* Enhancing productivity, comfort and cognitive eI

performance by alleviating stress and sick building * It meets the ventilation and energy standards for airtight
syndrome. buildings that cannot rely on natural ventilation alone.
& * Avoiding premature mortality and chronic diseases * Increasing tenant satisfaction and retention in commercial
ity caused by air pollution, such as cardiovascular and buildings that provide healthy indoor air. Prolonging the life
s respiratory diseases and lung cancer. period of the HVAC system.

s )&

Comfort Easy Maintenance

* Reducing humidity, pollutants and stale air that can And Upkeep
cause health and comfort problems.

* Keeping a comfortable indoor relative humidity level * The heat exchangers and filters are removable for
regardless of the outdoor conditions. maintenance, the filters are washable.




Comfort F:gsh Air | Energy Recovery Ventilator HOLTOP

Better indoor air
quality & less energy
consumption

Holtop Ceiling Mounted Energy Recovery Ventilator introduces clean and fresh air to indoor and exhuasts the
polluted air outdoors.

When the outdoor air is comfortable, it works in bypass mode, the fresh air can be directly supplied to the room
without heat exchange, and the exhaust air in the room can be discharged at the same time, to improve the
indoor air quality. In winter or summer time, to provide comfortable indoor atmosphere and reduce the energy
consumption, it works in energy recovery mode. This product is built with high efficient 5" Generation
Heat Exchanger that integrates compact and delicate filter slider.

It uses less energy while providing greater benefits, such as keeping your home healthier, replacing stale air
with fresh air, and removing various contaminants.

3 % Energy Recovery 3 (s Bypass “sox Energy Recovery
P Summer » Transition Season Winter

~

=
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Comfort Frgsh Air | Energy Recovery Ventilator

Comfort Frésh Air

Ceiling Mounted Energy Recovery Ventilator

ErP

2018
COMPLIANT

CFA150C-500C

® FEATURES
e Wide airflow range among 88~294CFM. e Reserved side ports for OA and EA, - |ENERG (v Y]
e Plastic encapsulated DC motor, 10 speeds. flexible installation. - o o @ @)
e Supply air purification with primary filter * Auto bypass. «
(G3) and medium filter (MERV13) * Two types of installation to suitable room. __
optional
P ' e A smarter control system Android/ 10S.
e (cclusal edge sealing technology. e Energy efficiency class of A+ or A
* High efficiency 5" generation total heat according to EU NO. 1253/2014. l—l—
exchanger. (G 4
® DESIGN
O Filter
@ocfan
@ EPS casing

O Reserved port
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Comfort F;gsh Air | Energy Recovery Ventilator HOLTOP

m CASING

e Easy installation with integrated EPS casing.
e Better insulation, air tightness, and noise reduction.

e Mid-mounted fans, with stable air flow to have better
heat exchange efficiency and stable operation.

® FLEXIBLE INSTALLATION

e Parallel airflow.
e Available with inverted installation.
e Reserved side ports for OA and EA.

® OCCLUSAL EDGE SEALING
TECHNOLOGY

e Triple folded edge thickness improving
casing strength.

¢ Higher production efficiency.
e (Good appearance and air tightness.

® NEW DC FANS

Comparing with the old AC motor with metal casing, the new motor
operate more stable, silent and energy-efficient, saving up to 40%.

saving 40
up to %
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Comfort Fresh Air | Energy Recovery Ventilator

5™ GENERATION TOTAL HEAT EXCHANGER

New ER paper with higher heat exchanger efficiency.
The heat exchange materials are mildew resistant and fire retardant.
Integrated structure, better air tightness and appearance.

Track for filters

Primary filter

.r ' E I' e

ER paper W

=R bl 2oy /

Mildew-proof and fire-protection
rating testing certification

® INTEGRATED FILTER GRID

Reserved track integrated with primary filter,
medium MERV 13 filter is optional.
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Comfort Fl"gsh Air Energy Recovery Ventilator hOLTOP

Easy operation
Control Panel
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HOLTOP

Ad vanced LCD
-~ Remote Control
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Comfort Frgsh Air | Energy Recovery Ventilator

Intelligent Control

Temperature Low-temperature Advanced Sleep Intelligent Airflow
Correction Operation Function Compensation
Display and correct Running at below -5°C with Display will be off at certain If running without cleaning
temperature for OA, RA and Smart mode can effectively time and unit running at lowest filter and heat exchanger,
SA. They also included in avoid frosting. Unit can also run speed. And at the same time, system will compensate
Smart Mode. intermittently if below -15°C run bypass automatically based volume automatically.
on setting.

Heat Recovery ‘@ Auto Run Mode
Mode

In this mode, the energy in the The unit runs automatically according
exhaust air can be recovered for to the timer setting. When the auto
heating (in winter) or cooling (in = ’ bypass function is ON, the unit runs

summer) of the fresh air, reducing S in heat exchange mode or bypass
energy loss. > , A mode depending on the outdoor air
temperature.

Bypass Mode

HOLTOP

In sleep mode, the machine runs When the outside air is comfortable,
at the lowest speed and the fresh air can be supplied directly into
backlight is off. the room without heat exchange, and
exhaust air can be exhausted into
the room simultaneously to improve
indoor air quality.

| ]
Basic Functions Advanced Functions Reserved Functions
01. Fan speed selection 07. Power-off memory 01. Low-temperature 01. Cloud control
02. Pressure balancing 08. Fault alarm operation 02. Forced dehumidification
03. Screen lock 09. Auto bypass 02. Temper.ature 03. Forced CO, extraction
04. Timer ON/OFF 10. Auto defrosting correction 04. Filter pressure switch
05. Weekly timer 11. Engineering mode 3 ﬁ,dnv;?;ﬁd s alarm
06. Filter/heat exchanger 04. Inteligent airflow 05. Various signal
cleaning alarm : connectors
compensation
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Comfort Fresh Air | Energy Recovery Ventilator

Your home
iIndoor climate
In your hand with

SMART LIFE
app

P ——
—
. ) < CFA250T W2
. 6 “’ | S&: §S5pesd | EA 8Speed (O
M Guangzhou | Cloudy
Y
\ i,
W gy
_; 2 6 i %—::‘_F
2 e
% =
Z S
e
42 Fltter life i Room Relative Humidity
90 pays T
= PM2E o co;
— —gm? 4985 ¢py
& Mode
Auto




¥
Comfort Frgsh Air | Energy Recovery Ventilator
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WIFI FUNCTION

Wifi function is available to control and monitor the ventilation system
from anywhere in the world with a smart phone. For healthy living,
users can monitor indoor air quality at their fingertips.

MONITORING INDOOR AIR QUALITY

Monitor local weather, temperature, humidity, CO, concentration at
your hand for healthy living.

VARIABLE SETTING

Speed settings, timely switch, bypass, filter alarm.

GROUP CONTROL

Smart control according to local weather. One APP can control multiple units.
Linkage control with other appliances with Tuya loT.

SMART LIFE app is available at Google Play
market and App Store.

# Download on the

¢ App Store

GETITON

® Google Play

~
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Comfort F;gsh Air | Energy Recovery Ventilator HOLTOP

TECHNICAL PARAMETERS

Enthalpy Efficiency (%)

Rated External Temperature Noise Voltage N.W.

Airflow Pressure ————  Efficiency
(CFM) (Pa) (%) dB(A) V) (Pound)
Cooling Heating

CFA 150C 88 95 71-79 73-79 80-84 29 120V/60Hz 58 44
CFA 250C 147 85 68-83 70-83 79-86 28 120V/60Hz 62 50.7
CFA 350C 205 160 71-82 72-84 80-89 32 120V/60Hz 140 66.1
CFA 500C 294 120 67-82 69-83 78-87 34 120V/60Hz 165 72.7
CFA 650C 382 120 66-81 69-82 77-86 35 220-240/60Hz 252 83.7
CFA 800C 470 150 70-81 71-82 79-85 35 220-240/60Hz 335 105.8
CFA 1000C 588 170 71-86 73-87 80-90 37 220-240/60Hz 420 119

* Operating environment range: temperature -4.0 °F ~-113°F, relative humidity below 85% RH.
Test standards: Japanese standard JISB 8628-2017/8639-2017.
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Comfort F:gsh Air | Energy Recovery Ventilator HOLTOP

DIMENSIONS

= CFA 150C-500C

Lifting lug size, suitable
for bigger model

I N
S I R —
Y li3lus
&
A
S
© j=)
Reserved 7 2
access space

el e lefea el el o]

A

CFA 150C 30 24 11.3 32.2 23.3 3 11.7 3.7 4.56 3.74 2

CFA 250C 30.7 28.9 11.3 32.2 28.3 3 20.7 3.7 4.56 5.66 2.28

CFA 350C 34.8 34.4 13 36.2 33.7 3.18 25.5 5.3 5.19 5.66 2.28

CFA 500C 34.8 40 13 36.2 393 3.18 29.5 5.3 5.19 7.67 2.4

CFA 650C 35.7 37.5 15.9 37.2 36.8 2.79 27.2 7.95 4.84 7.67 2.4
CFA 800C 45 39.5 15.9 46.5 38.8 3.22 27.1 6.37 6.45 9.6 2.44
CFA 1000C 48.4 48.4 15.9 46.5 47.7 3.22 36.1 6.37 6.45 9.6 2.44
Unit: inches
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Comfort F;e’sh Air | Energy Recovery Ventilator

APPLICATIONS

® PROVIDES COMFORTABLE BREATHING = HOW TO SELECT THE RIGHT MODEL
ENVIRONMENT IN VARIOUS PREMISES FOR YOUR HOUSE?

With a full range of components designed to work together, 1. Calculation of airflow according to air exchange rate.
Holtop Comfort Fresh Air ERV can be integrated into a home .
simply and effectively to provide fresh air and comi L=V prem. * Ach [m“/h],

where V prem. — premise volume [m®],

Ach — minimum air exchange per hour, refer air exchange table.

Premise Air exchange rate

Living room of apartments or 3 m*h for 1 m” in residential
hostel residential premises premises

Kitchen in flat or hostel 6-8
Bathroom 7-9
Shower cabin 7-9
WC 8-10
Home laundry room 7

Cloakroom 1.5

Domestic premises

Storeroom 1
Garage 4-8
Cellar 4-6
Theatre, cinema, conference hall  20-40 m® per each visitor
Office 5-7
Restaurant 8-10
Bar, café, pub, billiard room 9-11
Professional kitchen 10-15
Supermarket 1.5-3
Smoking rooms 10
Swimming pool 10-20
Industrial painting shop 25-40
School classroom 3-8

Industrial premises and large premises

Server rooms 5-10

2. Calculation of airflow according to number of inhabitants.

L =L, * N, [m*hour],
where L, — rated value for air volume per one person, m*/h*person,
N, — number of inhabitants in the premises

20-25 m®/h per one person at low physical activity
45 m® /h per one person at light physical activity

60 m® /h per one person at heavy physical activity

3. Choose the bigger result as the required airflow. Then
choose the model with the required airflow accordingly.




)
Comfort Frgsh Air | Energy Recovery Ventilator

GROUP CONTROL

The ventilator can create group control at the APP, the quantity is not
limited. User can control all the ventilators in the group easily.

16
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Comfort Frgsh Air | Energy Recovery Ventilator

SCENE CONTROL

User can create the scene according to the weather changes, schedule or the device status changes.

For example, when the weather shows the outdoor relative humidity is higher than 85%, user can set the ventilator to stop running, to
prevent the outdoor humidity coming inside. The unit will run according to the setting automatically.

é'85~

Stop Running

\/

LINKAGE CONTROL

Users can add the devices with Tuya APP to their home screen. For example, they can add all the single room ventilators, exhaust fans
or light switches in the APP and control them at their will.
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BEIJING HOLTOP AIR CONDITIONING CO., LTD.

No. 5 Yard, 7th Guanggu Street, Badaling Economic Development Zone, Yanging District, Beijing, China

INTERNATIONAL MARKETING CENTER

Room 2101, Headquarter Center No. 25, Tian An Hi-Tech Ecological Park, No. 555 Panyu Ave, Guangzhou, China
Tel: 86-20-39388201-8023 Skype: susanwo008

Website: www.holtop.com E-mail: info@nholtop.com

* Data is subject to changes without notification due to product improvement





